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FOREWORD

As the fuel availability problem becomes more acuto,
additional attention is being focused on broadened-specifi-
cation and nonpetroleum-derived turbine fuels. These fuels,
with a higher aromatic and heterocompound content, have a

greater potential for forming deposits at elevated tempera-
tures than current fuels. Due to higher compression ratios
and staged fuel injection, newer engines will be operating
with higher fuel temperatures and longer residence times to
furthercomplicate the problem.

In order to present a forum for discussion of the
various aspects of the thermal stability problem and to
identify critical areas for future research, the Lewis

Research Center sponsored the Jet Fuel Thermal Stability
Workshop. Or. William F. Taylor of Exxon Research and
Engineering Company was the workshop chairman.

This report, edited by Dr. Taylor, presents the conclu-
sJons and recommendations of each of four working groups.
In addition, the figures from a number of presentations made
during the introductory session are included, giving a synop-
sis of much of the work presently being conducted in this
field.

Stephen M. Cohen

Workshop Organizer
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JET FUEL THERMAL STABILITY

INTRODUCTION

The Jet Fuel Thermal Stability Workshop was conceived and

sponsored by the NASA Lewis Research Center as a means to bring together

various workers involved i_ the different phases of the aircraft turbine

fuel stability problem so as to share their results, conclusions and

plans and to interchange ideas for the planning of future work.

This report summarizes the findings and conclusions of the

workshop. Thirty eight participants met for two days. Included were

representatives from universities; various segments of industry including

petroleum refining, enqine and airframe manufacturing, and airline

transportation; and a number of branches of government including the

Air Force, Navy and Department of Energy. A number of NASA personnel

were in attendance as working group coordinators and observers.

Participants are listed in Appendix D.

The workshop started with a plenary session during the first

morning. Welcoming remarks were made by W. L. Stewart, Director of

Aeronautics. The following presentations were then made:

I. Introductory Remarks: Changes and Their Challeriges
William F. Taylor - Exxon Research and Engineering Company

2. NASA Jet Fuel Thermal Stability Activities

Gregory M. Reck - NASA Lewis Research Center

3. Air Force_Aviation Turbine Fuel Thermal Oxidation Stability R&D
Charles R. Martel - Air Force Aeropropulsion Laboratory

4. Some Chemical Aspects of Deposit Formation
Robert N. Hazlett - Naval Research Laboratory

5. Refining Jet Fuel for Thermal Stability
William G. Dukek - Exxon Research and Enginering Company

6. Fuel Thermal Stability/Engine Trends

Allyn R. Marsh - Pratt & Whitney Aircraft Group
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7. Thermal Stability Activities
Maurice W. Shayeson - General Electric Company

8. l'hermal Stability Efforts
A. E. Peat - Rolls-Royce Limited

9. Airline Status Report
Walter D. Sherwood - Trans Wor'IdAirlines

The visual aid material which was employed in these presentations is

attached in Appendix A.

After the plenary session, the participants were organized

into four working groups as follows: ........

....... I.

If.

llI.

IV.

Basic Research

Chairman: Robert N. Hazlett - Naval Research Laboratory

Laboratory Characterization Techniques
Chairman: Charles R. Martel - Air Force Aeropropulsion Laboratory

Applied Research and Test Simulators
Chairman: Royce Bradley - Air Force Aeropropulsion Laboratory

Engine System Trends and Requirements
Chairman: Walter D. Sherwood - Trans World Airlines

Working group participants first addressed the question as to

what is the present state-of-the-art for their respective topics and

proceeded from there to identify future trends and needs. To aid in

focusing working group discussions, some representative questions were

provide_L_o members of each of the working groups prior to the meeting.

These questions are shown in Appendix B. In addition, to aid in the

state-of-the-art review, preliminary copies of the Coordinating Research

Council's "CRC Literature Survey on the Thermal Oxidative Stability of

Jet Fuel" were made available to workshop participants. This report was

in preparation at the time and will be released when the study is completed.

Brief reports were prepared by each working group, and these

reports were presented to all attendees for discussion-at the final

session _F the workshop by the Working _oup chairmen. The written

2



report of individual _vorkinggroups'conclusionsandrecolnmendations

are attachedas AppendixC. In additien, the proceedingsof this

final sessionwererecordedon tapeandsubsequentlytranscribed.

This transcription of the summarys_ssionwasparticularl_vuseful

to the editor in preparingthis workshopreport.
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.PRO_B_LE}.t_.S_TAT_EM.E_T_

As the U.S. and world's supply of recoverable petroleum is

exhausted, major changes will undoubtedly take place _vhich will impact

in sonle, but yet undefined, way on the sources, refining methods,

properties and use of jet fuel. In June 1977, NASA sponsored a workshop

on "Jet Aircraft Hydrocarbon Puels Technology" to discuss the imp'iication

of such changes for aircraft turbine fuels. Focusing on the 1990 to

2000 time period, it was felt that petroleum crudes would still furnish

most of hydrocarbon fuel liquids, with a small but growing contribution

from synthetics such as shale oil and coal liquids. It was felt that

in addition to keen competition for petroleum per se there would also

be sharp competition for the distillate fraction currently used for

jet fuel production. This latter competition would probably be caused

both by increased jet fuel use itself and by competition from other

distillate uses such as for diesel fuel and petrochemical feedstocks.

Thus, the high quality petroleum distillates used to make current

specification jet fuels may not be readily available. Synthetics and/or

heavier petroleum fractions can be used to manufacture current specification

jet fuels but will probably 'equire substantial boiling range conversion

and hydrogenation, both of which will increase cost and energy consumption

during fuel manufacture. This serious future situation indicates a need

for all concerned parties to begin now to reexamine the tradeoffs between

fuel composition and specifications and engine and aircraft design in

order to try to determine if a more optimum combination exists for future

aircraft ..............



One major probl(,m area which must be addressed in order to use

either broadened-speciflcation petroleum derived Fuels or fuels composed

of, or containing, synthetic derived stocks is the question of fuel

Stability. Fuel stability broadly refers to deleterious fuel-derived

sediments and/or deposits which form via chemical reactions either during

prolonged storage at ambient conditions (g_nerally referred to as fuel

storage stability) or from exposure to higher temperatures while the fuel

is being delivered from on-board storage to the combustion section of

the engine (generally referred to as fuel thermal stability). The

question of fuel stability is complex and depends not.only on the chemical

nature of the fuel but also on the environment to which the fuel is

exposed,
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SUMMARY OF _JORKI_JGGROUP
CONCLUSIONS A_JD RECOMMENDATIONS

Significant additional research and development is needed to

aid in coping with the fuel stability problems which vlould be associated

with the potentially poorer quality fuels of the future such as broadened-

specification petroleum derived fuels or fuels produced either wholly or in

part from synthetic sources. This problem could well be aggravated by poten-

tial trends in engine design leading to more severe thermal stress on the

fuel in the future. Although much is known about tilethermal oxidative

stability of current specification petroleum derived fuels, our present

state of knowledge does not suggest easy solutions to this problem nor

_.does it allow detailed predictions to be made about the effect on stability

•of future fuel related changes. Thus, the broad objective of researcL and

development activities should be to expand our current knowledge with the

(Limof establishing a fuel stability technology base which can be used in

the future, for example, to identify feasible ways to ensure adequate fuel

stability and to help in the design of engines and airframe components

from the stability viewpoint. Ideally such a technology base could also

make an important contribution to an overall future jet fuel composition

and use optimization. Some important considerations relative to this

overall problem include (l) fuel availability, (2) total fuel related

costs of the systml, (3) overall system energy consumption, (4) engine

performance and durability, and (5) environmental considerations including

the influence of low emission combustion designs on fuel stability

requirements.
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The detailed recommendations of the Basic Researcll Working

Group are shown in 'Fable I. lasic research has an obvious major role to

play, Extensive fundamental '.;tudies of a number of a_'eas critical to

dealing with the fuel stability problem need to be carried out. Some

major areas where fundamental work should be focused include:

• Studies to dctemine if non-free radical reactions are
important in deposit formatioa,

• Additional chemical and physical characterization of
deposits and their dependence on fuel type and
environmental factors such as solvent and metal surface
effects. In addition, deposits should be characterized
to see if they change in character with _,ime and depth.

• Studies to elucidate fuel compositional effects such
as those related to boiling range and heteroatom
content.

• Further explore and investigate additive effects for
a number of addictive approaches including "peroxide
decomposers", antioxidants and dispersants. Additive
interactions should also be studied.

• Further investigate metal surface and dissolved metal
effects,

• Studies to investigate storage and aging effects as
the fuel passes from the refinery to the aircraft
including the role of intermediate hydroperoxides.

.......... LABORATORYCHARACTERIZATION TECHNIQUE_S

The detailed recommendations of the Laboratory Characterization

Techniques Working Group (Group II) are shown in Table 2. The group

concluded that the primary function of laboratory test techniques should

be to measure and/or rank the stability of various fuels. They considered

and rejected the need for drastically new laboratory techniques to measure

the thermal oxidative stability of modified specification and/or synthetic

derived jet fuels. Further improvements in existing test methods a e



needed,however,Theexisting techniqueswerereviewedandanalyzedin

detail anda numberof specific recommendationsmadefor further workto

improvethesetechniques. Concernwasalso shownfor importantrelated

problemssuchas samplingandit wasrecommendedthat standardtechniques

bedevelopedto reducedatavariability fromthis source. Similar concern

wasshownfor the difficult problemof relating smallscale laboratory

test devicesto actual useproblemareassuchas enginefuel nozzleplugging,

APPLIED RESEARCH AND TEST SIMULATORS

The detailed recommendations of the Applied Research and Test

Simulator WorkingGroup (Workin_ Group Ill) are shown in Table 3. The

group recommended two types of approaches be used fir fuel system simulator

studies of jet fuel stability. The first approach involves parametric

studies in a general design type of simulator whose objective would be

Lo provide parametric design data under near real world conditions. Such

data could be used to predict fuel performance in a variety of aircraft

systems. The second approach would involve systematic studies in a

complex simulator constructed to reflect the specific conditions in a

single, given aircraft system, Parametric simulator studies will be

particularly useful in bridging the gap between small scale laboratory

test device results and performance in actual fu_! systems, They will

also provide a predictive design variable data base for aircraft fuel

system designers analogous to those routinely developed in the chemical

and petroleum industry via pilot plant process variables studies whose

results are used to establish commercial production unit process designs.

8



Traditional, specifically designedsimulatorswouldbe usedto demonstrate

individual aircraft fuel systemdesignsandto study.specificflight param-

eters in moredetail whereneeded.

ENGINE SYSTEMTRENDSAND REQUIREMENTS

The detailed recommendations of the Engine System Trends and

Requirements Working Group (Group IV) are shown in Table 4. The group

concluded (I) thermal stability is a problem today and (2) trends in

engine design are potentially toward a more severe environment for tlle

fuel. Thus, they emphasized the importance of having fuels available in

the future with good thermal oxidative stability. In this regard, they

expressed a need for balance between concerns for aircraft emission

controls, energy efficiency, engine durahil_ty, and fuel cost. Shorter-

term they recommended that the question of fuel thermal stability changes

from the refinery to the actual airport delivery point be investigated.

|
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.Oe_i ts

I. Employ modern surface analysis techniques: ESCA, Auger,
Pyrolysis GC, ESR, CIDNIP and study deposit vs. depth
especially for actual engine parts but also JFTOT and
other test devices.

2. Check deposit chemistry and morphology for possible
changes with time due to temperature on the hot surface.

3. Compare Filterable deposits and varnishes.

4o Inveszigate solubility effects on deposlts - include

effects of fluid temperature, fluid and deposit
chemistry, and flow rate.

, Study deposit morphology and chemistry as a function

of parameters: temperature, pressure, oxygen
concentration, aging and composition of fuel.

6D Employ photo-acoustic spectroscopy and/or attenuated
multiple reflectance IR to analyze gum and especially
solid thermal deposits.

7. Employ radioactive tagging of contaminants.

Metals

I. Compare 3 possible metal effects

D_solved metals

vs. Metal surface
vs. Non-metal surface

Look for stoichiometric metal involvement by
analysis of deposits.

2. Investigate _etal effects w_th and without 02 and peroxides.

3. Check _he effects of nitrogen compounds on copper pickup
(especially in light of synfuels).

_Storage a_ndAgi_n__

I. Monitor thermal stability from refinery through supply system.

2. Aerobic aging - check peroxides and electron spin - initial
and with time.

3. Anaerobic aging - do peroxides account for all the aging.

i0



Reactions

I. Test fuel and deposits with [SR and C[DNIP for free radical
reactions.

2. Follow disulfide decomposition with ESR.

3. Follow fouling reaction mechanisms/precursors in liquid phase
employing field ionization mass spectrometry and other

techniques.

4. Analyze oxygen concentrations in liquid and vapor phasn in
storage and aircraft tanks and as a function of tinle through
flight conditions.

5. Examine eff(}cts of prevaporized/premlxed fuel on deposition.

6. Explore MW in dispersions and it_adherent deposits by light
scattering/Tyndall effect and/or gel permeation chromatography.

7. Test effect of bifunctional N, O, and S materials.

8. Study variations of thermal stability v_ith boiling range of real
fuels.

9. Analyze fuels for trace components and their effects on fouling,

: using "specific detector" gas chromatography.

E. Additives

I. Investigate "peroxide decomposers" for controlling deposition
(as used in the polymer industry, such as:

Ni diacetylacetonate
and non-metallic equivalents)

.-- 2. Explore antioxidant and dispersant thermal stability effects
in a variety of fuels.

3. Study inhibitor interactions in storage and fouling.

F. Miscellaneous

I. Investigate effects and mechanisms of various treatments -
clay, H2, separations - on thermal oxidation stability and

composition of fuels.

2. Examin_ deposition as a function of reaction mechanism or
deposition mechanism ......................

II



• TABLL 2

I. Existin_ Laborator__]'__chni(Lup.s-

A. Jpt Fuel Thermal Oxidation Tester (JFTOT_

a. E'-amine actual aircraft and engine fuol systems and determine
the actual temperatures, pressures, flow rates, etc. of the engine fuel nozzles
that are experiencing plugging problems. Use these data to select more
realistic..JF.TOT test conditio{xs (pressure, temperature, residence times,
prefiltration, etc.).

b. Recommend that ASTM be asked to re-examine the need for and

degree of in-line fuel prefiltration for the JFTOT.

c. Research is needed to identify and develop improved tube
deposit rating techniques that correlate with Cuel heat exchanger fouliHg
and nozzle pi_ugging.

d. Reference fuels such as pure hydrocarbons and concentrates
conLd]_ing reactive species should be investigated for use as calibration
fluids.

e. Temperature control of the JFTOT test (Dutch weave metal)
filter should be investigated.

B. ASTM-CRC Fuel Coker

Reference fuels are needed so that instrument performance could

be checked periodically.

Information is needed as to the actual effects of trace elements

in the fuel on thermal stability, as trace elements are believed to promote
deposition. If this is of concern, the sample size and length of test

required may need to be increased in order to obtain useful data when the
trace elements are piesent in parts per billion quantities.

C. Research Fuel Coker

This instrument is a higher temperature version of the ASTM-CRC
Fuel Coker. The test filter is the same for both units and the preheater
tube is of stainless steel for the Research Fuel Coker. The users have

not reported any operational problems. Also see JFTOT and ASTM-CRC Fuel
Coker discussions above.

O. _lonirex Fgul_in_ Monitor

Research needs include further evaluation of the hot wire

method, _nd the differential fouling test method. Development of a
reference fuel for better device precision and inter-device correlation
would advance the state of the art.

12



TABLE2__CcontinuedJ_

E. ThermalFouljn____mTest____erJTFT)_

Withthe designof a newtest sectionandanoperatingtechnique
specifically tailored to discriminateandrank jet fuels, this device
couldpossible equa'lor perhapssurpassthe presentJFTOTtechnique. In
this technique,rating of a fuel samplewouldbestrictly basedon heat
transfer characteristics of the depositsgeneratedandexpressedasa
maximumdelta Tattained. Sucha rating systemwouldbehighly desirable
as it excludesthe operatorfromhavingto makea rating judgmentas is
nowthe casewith the JFTOTvisual method.

F. Thornton Flask Test

The method provides (1) a portable and easily conducted procedure
for field mLasurements, (2) field samples may be taken directly into the
test unit, thereby reducing sample container/shipplng problems, and (3) the
procedure provides a measurement in l I/2 to 2 hours.

Further development is needed to (1) improve the repeatability
and (2) provide correlation with specification techniques.

G. Oxygen Uptake Measurements

Measuring oxygen uptake alone in a typical jet fuel under well-
controlled temperature conditions is relatively simple but it would be
necessary to also measure oxygen products or sludge for a meaningful test.
The technique does not lend itself to quality control as does a rig such
as the JFTOT but is more useful for research studies into oxidation mechanism

and sj'stemvariables.

H. Thermal Precipitation

The thermal precipitation test is a sFecification requirement for
NIL-T-38219 Grade JP-7 fuel. It is useful for fuels where cyclic heating
and cooling in the system may leave deposits which affect engine components.

The thermal precipitation test is similar in principal to the
Thornton Flask test described above.

II. Related Problems

A. Saam_moleContainers

The results of poor sampling techniques and their effect on th_
thermal stability test results have been documented both in these sessions
and in other technical meetings. _t is this group's recommendation that
both sampling and sample co_t_i_ers be seriously considered in order to
maintain the validity and precision of the various thermal stability test
methods. Areas to be considered would include: (1) Sampling location and

.....method of drawing samples. (2) Typ_s of sample containers and how the
containers would be used in sampling. If using epoxy-coated containers,

should the type of epoxy be specified and should the epoxy coating undergo
a fuel exposure period before using. If unlined sample containers are
to be used, how should ti)eybe treated or rinsed with fuel prior to

sampling. Also, sample container seals must also be considered.

. v
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This work will be valuable for other fuel tests where sampling is
important,

B. Peroxide Formation Test for Thermal Stabilit._of Jet Fuel

Peroxide formation has not been widely applied to jet fuel thermal
stability testing and further investigations are required, Tile relative
importance of peroxides and fuel components to final deposits has not
been established and it is likely that this will vary markedly among
various fuels. Peroxide formation is suitable for research studies of
thermal ctability and problems with specific fuels but is not recommended
for general tl_ermal stability testing of all jet fuels.

14



TABLE3

APPLIEDRESEARCtlANOTESTSIMULATORSRECOMMENDATIONS

The need for a complete parametric study that will provide data

under a variety of steady-state conditions is evident. T,_e study would
use a device consisting of an instrumented tube capable of being exposed
to the entire range of engine conditions and designed to give quantitative
data on the rate of formation and characteristics of fuel degradation products,

particularly deposits formed under these conditions. The results from
this effort could then be used by the designer tc predict the performance
of fuel in an aircraft, the results could also be used to evaluate small-
scale test devices. The priority of the parameters to be included in a

program of this type differ depending on whether emphasis is in the
area of design or fuel studies. A list of these parameters and the
order of importance to the two areas are:

Parameter De__._ Fu__el

Wall temperature 1 1

Inlet temperature 2 2

Velocity (Reynolds Number) _ 3

Residence time 4 4

Pressure 5 -

Surface/Volume Ratio 6 -

Materials 7

Surface Finish 8 _......--

Cleaning 9

Dissolved Oxygen lO

Fuel type - 5

Contamination - 6

Additives - 7

During parametric testing, the heat flux used in preconditioning the fuel
must be minimized to avoid unrealistic fuel deterioration in the precondl-

tioner. It is not yet known whether simulator testing c_n be accelerated.
The results of these parametric tests should indicate the possibility of
accelerating future tests both on this test device and on small-scale devices.
It is noted that by sufficiently reducing the pressure and/or increasing the
temperature in the test device the effects of two-phase flow and supercriticai
conditions on thermal stability can be investigated. The fuel type can be
varied to include fuels from alternative sources in addition to currently

produced fuels.

15



TABLE 3_concluded_

It must be realized that the results of the parametric program
won't answer all questions resarding fuel performance in an aircraft engine;
e.g. steady-state results may not be additive in a dynamic system. However,
the parametric program should provide the best source of predictive data
for design purposes. Final confirmation may require a test program using
aircraft engine hardware for each specific aircraft of concern.

It is recognized that the design of supersonic aircraft fuel
systems will require a fuel tank simulator (akin to that described above)
in which flight parameters and their effect on thermal/oxidative stability
can be systematically studied. Clearly the geometry will differ from the
engine simulator, as will the selection and range of variables. The
device should incorporate means of studying the effects of tank insulation,
inerting and cleaning techniques. It is further recognized that the
engine and aircraft tank simulations will likely be carried out independently
until such time as a system design is laid down; at that point, integrated
systems tests are indicated.

16



TABLE 4

ENGINE SYSTEM TRENDS AND RE(_UIREMENTS- RECOMMENDATIONS

I °

2.

e

NASA should sponsor or coordinate a survey of fuel thermal
stability at airports. Precautions on sampling and transporting
samples are mandatory.

In view of the concern over fuel thermal stability problems and
in the national interest as well, NASA should determine the
realistically practical limits of aircraft emission control with
full consideration of all fuel property and cost objectives,
energy conservation, engine durability, consumer costs for
transportation and inflationary pressure.

It is recommended that the present thermal stability levels be
retained for any proposed fuel specifications in the foreseeable
future as long as it is cost effective.
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CHANGES A_D THEIR CHALLEHGES

• H

IN THE FUTURE JET FUEL WILL NO LOH.GER

NECESSARILY BE INEXPENSIVE, EASILY

AVAILABLE, AND TIME INVARIANT IN COMPOSITION

AND/OR PROPERTIES,

THESE FUEL CHANGES WILL CREAIE

FOR FUEL PRODUCERS, ENGINE AND

MANUFACTURERS AND USERS,

CHALLENGES

AIRFRAME

THERMAL STABILITY WILL

MAJOR PROBLEM AREAS,

BE ONE OF THE



JET FUEL IN A TRANSITION PERIOD

- EVOLUTIONARY CHANGES, E,G, POORER

QUALITY CRUDES

- BROADENED SPECIFICATIONS

- INTRODUCTION OF SYNTHETIC CRUDES,

E,G, SHALE OIL



GROSSCHEMICAL PROCESS IN
LIQUID PHASE DEPOSIT FORMATION

PARENT FUEL
SOLUBLE OXIDATION

PRODUCTS
INSOLUBLE OXIDATION

PRODUCTS

JET FUEL HYDROCARBON,

I.E., C5 TO CI5
PARAFFINS, NAPHTHENES
AND AROMATICS

TRACE SULFUR AND
NITROGEN CONTAINING
COMPOUNDS

LOW LEVELS OF OLEFINS

02 0

>

O

0

INITIAL OXIDATION

PRODUCTS

SOLUBLE IN JET FUEL

LOW OXYGEN CONTENT,
I.E., 8 TO 12

INCORPORATION OF
SULFUR AND NITROGEN
INTO PRODUCTS

02

EXTENDED OXIDA-
TION PRODUCTS

INSOLUBLE IN
JET FUEL

HIGHER OXYGEN
CONTENT, I.E.,
18 TO 25%

INCORPORATION
OF SULFUR AND
NITROGEN

MOLECULAR WEIGHT
200 TO 600

GROSS PHYSICAL PROCESS IN

LIQUID PHASE DEPOSIT FORMATION

AGGLOMERATION IN LIQUID COLLECTION ON SURFACES

AGGLOMERATION OF
"INSOLUBLE" OXIDATION

PRODUCT MOLECULES IN
THE JET FUEL TO
NICROSPHERICAL PAR-

TICLES 500 TO 3,000
ANGSTROM UNITS IN
SIZE (TYPICALLY

l,O00 A IN SIZE).

MICROSPHERICAL PAR-

TICLES SETTLE TO

SURFACES FROM LIQUID
OR COLLECT ON SURFACES
AFTER IMPINGEMENT FROM
MOVING FLUID. LOSS
OF VOLATILE FUEL ALSO
CAN LEAVE NON-VOLATILE
PARTICLES ON SURFACES.

24

FUSION ON SURFACES

MICROSPHERICAL PARTICLES
ON SURFACE UNDERGOES
COLLESCENCEAND PLASTIC
FLOW TO FORM VARNISH
LIKE SUBSTRATE UPON
WHICH ADDITIONAL PAR-
TICLES COLLECT. FURTHER
OXIDATION MAY TAKE PLACE

TO FORM DARK, BRITTLE
"COKE" LIKE DEPOSITS IN
ENVIRONMENTS SUCH AS
"EMPTY" WING TANKS.



AUTOXIDATIVE PRODUCTS ARE I,IUI,BEROUS
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Figure 6,, lle:_c_aat_and liqaid produ¢_ ehaz.'4e_dur;.t_g
the catalyzed oxid._tioa vf tetralia at i 15°. Other eo1_difions:

]M of tetr._linin 2,m.l of ehtorobenzev, e, 0.B0 _3of eat.My-% a.ud
1 _.Lmp_e'_,xre. V, tetrrdin con.,.umed; I, oxy_e_
eot_ttmed (by vokttae_rlc change); o, tetralin
hydtoperoxlde (IX) content; A, kezone (IID eos_tent;
=, _leohol (IV) content,; O, l,_-dihydron_,phth_lene
c_ntent; _ naphthMen¢ conteat,

L'_.)H

II

o

@+
III IV

OH

IV V

_.oe"

V VI

•I. H,O + _/20_ (_.)

+ 1],o (:_).

+ Ib (d)

SOURCE: .......l,/, F, TAYLOR, J, PHYS, CHEM, 79
2250 (1970) , -_
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FUEL STABILITY REGIMES VARY WIDELY

LOW TEMPERATURE, LIQUID

AUTOXIDATIVE REACTIONS

INTERMED IATE

HIGH TEMPERATURE, VAPOR

PYROLYSIS REACTIOrlS

PHASE,

PHASE,
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MORPHOLOGY OF DEPOSITS

77 PPM 0,_

CAIR

SATURATED)

6, 4 PPM O 2

0,3 PPM 02

h

SOURCE: FINAL

STABILITY FUEL

JANUARY 1975,

ALL SEM'S AT

FUELj DEPOSIT

REPORT"DEVELOPMENT OF HIGH

" cO_NJRACI N00140-74-C-0618,

i0,000 X ; SAME PURE COMPOUND JET

LEVEL _!5-29 _G C/CM 44 FIRS

27



c_

..J

t._

c_

..J

t.t-

".,S. c_

c_

I

|
I
I

1
I
I
t
1
t
l

L_ C_



WORKIN-G .... GROUPS

. BASIC RESEARCH

. LABORATORY CHARACTERIZATION

T E CIIN I QUES

. APPLIED RESEARCH -AND TEST

................................S I MU LAT 0 RS

. ENGINE SYSTEM TRENDS AND

REQU I REMENTS

i_)

29



OBJECTIVES OF FUEL STABILITY WORKSHOP

I REVIEW THE STATUS OF THERMAL STABILITY

RESEARCH

e DISCUSS CURREIII" AND ANI'ICIPATED FUTURE

P R 0 B L E MS

e IDENTIFY RESEARCH NEEDS
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NASA JET FUEL THERMAL STABILITY ACTIVITIES

Gregory M. Reck

NASA Lewis Research ?enter
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AIR FORCE AVIATION TURBINE FUEL THERMAL OXIDATION
STABILITY R&D

Charles R. Martel

Air E_rce Aeropropulsion Laboratory
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SOME CHEMICAL ASPECTS OF DEPOSIT FORMATION

Robert N. Hazlett

Naval Research Laboratory
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The NRL work is attempting to give a chemical rationale for the reactions

which begin with that between dissolved oxygen and fuel molecules and end with

the formation of solid varnishes and/or suspended particulate matter, The

presentation will be divided into 3 parts: liquid phase reactions triggered

by oxidation, the relationship between liquid phase reactions and deposit for-

mationq.nm_aan_4_j_e__haracserization of deposits.

I. LIQUID PHASE CHEMISTRY

Figure i - The bulk _'f th.: NRL work has been done in a modified JFTOT which

can be used at more extreme conditions than the standard JFTOT. Further_ fuel

samples can be directed to a gas chromatograph for real time de_erminatlon of

oxygen depletion and product formation.

Figure 2 - GC features include a helium ionization detector which has ex_el-

lent sensitivity for low molecular weight gases.

Fi__ure 3 - Considerable research has been conducted using n_-dodecane, a pure

hydrocarbon which is a major constituent of JP-5. Analytical considerations are

.........greatly simpllfied by this choice.

The initial product from O2/dodecane reaction is a hydroperoxide. This

product is formed in a free radical reaction occurring between 400 and 500°F

in the JFTOT flow system. Decomposition of the hydroperoxlde at higher tempera-

tures (550-750"F) forms alcohols and ketones. Carbon monoxide also forms during

this regime.

Figure 4 - This Arrhenius plot depicts the production of scission produc=s.

The various sections of the curves can be related to hydroperoxlde decomposition

(600-750°F), minimum reactivity (750-900°F) and pyrolysis (above 900°F). The

plots for CO and the n - alkanes exhibit similar slopes. _ - Decane and hydrogen

exhibit unique behavior.

_- Olefins are also produced from thermal oxidative stress of

n - dodecane. At lower temperature_ paraffins predominate over the l-olefins,

b--ut equal amounts were found at temperatures of 800°F and above. The distribu-

tion pattern wi_h carbon number is noteworthy.

Figure 6 - The sum of all _ - alka_es a_d l-olefins is plotted in this"

graph. The dissolved oxygen concentration significantly affects product yield,

particularly at lower temperatures (60 ppm is the amount of 02 dissolved when

n_- dodecane is equilibrated with air at 1 atmosphere pressure).

Figure 7 - The 3 reaction regimes occurring in the _ - dodecane/O2_system ---

are:

(a) liquid phase oxidation - 400 - 500°?

(b) hydroperoxide thermolysis - 550 - 750°F

(¢) pyrolysis - 900°F and a-b-0-ve



Regime(a) can be explained on the basis of well_estab]ished oxidation chenlistry

and will not be addresssd in this talk. Regime (c) can be explained on the basis

of the Rice-Kossiakoff mechanism as developed by Fahuss, Smith, and Sat_crfield

and modified here for high pressure conditions.

F_igure 8 - Reg:me (b) can he explained using an initial thermolysls of

hydroperoxide. The alkoxy radicals formed react primarily to form alcohols in

the reducing environment but also decompose to ketones. A third path affords

cleavage to smaller fragments which include primary alkyl radicals. These

radicals can participate in the chain propagation reactions shown in Fig. 7

to form similar products, small alkanes and olefins, found in _he higher temper-

ature pyrolysis regime. Termination via secondary alkyl radi '.als .appears to be

nmre important than beta-scission, however, at lower temperatures and the alkane

yield exceeds clef in yield.

_ure 9 - Product formation from n- dodecane is similar for 3 metals used

as heater tubes in the JFTOT. Thus these metals are not catalytic for the oxida-

tion reactions examined.

Figure i0 - Some aromatics added to _ - dodecane inhibit the oxidation

step.

Figure ii - Fluorene is the best inhibitor for the oxidation reaction. _e

inhibitory action may be related to the strength of the pertinent C-H bond.

Figure 12 - The aromatic compounds also affect the reactions initiated by

hydroperoxide thermolysis, reducing the yield of hydrocarbons.

Figure 13 - In addition, fluorene reduces the olefin/paraffin ratio at

800°f and below.

II. RELATIONSHIP BETWEEN LIQUID

PHASE CI{EMISTRY AND DEPOSIT FORMATION

Figure 14 - The deposits formed during th(_rmal oxidative stress in the

modified JFTOT were evaluated using the Aloof Tube Rater. Since tubes (particu-

larly stainless steel tubes) usually had an initial meter reading above zero, the

difference between the after and Before readings (ATDR) have been utilized in the

plots. This figure for _ - dodecane flowing over 316 s,s. indicates deposit for-

mation coincides with hydroperoxide decomposition. In addition, the ATDR and CO

values _ibit a remarkably similar rise as peroxide decays.

Figure15 - The Arrhenius plot illustrates further the parallel behavior

observed in the different portions of the graph:

550-750°F, 750-900°F, and above 900°F.

Figure 16 - For a complex hydrocarbon mixture (CRC fuel RAF-177), the pattern

is somewhat different but relationships are still apparent. In this case, deposit

forms during the oxidation phase and also as hydroperoxide decomposes. Deposit

formation decreases some after all of the peroxide is reacted.
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]_I_9_U!.?_:7 - An a].,minum h_mt:er tube us,d with RAF-]77 exhibits a d'/.ff_rcnt

pattern al.t:ho.gll ,_ome dt_posit forms during, hydro1_crexide decompos_t:l.on.

_urt_ 18 - 'l'he dopes:It maxinut for 2 fluids with "3 m¢,.tals arc summariz_._d

and compared with hydroperox:Ide eonceutratlons. Deposit formation for the

stainless steels coincides with the. temperatures of maximum Reel| concentration

and/or ROOH depl¢_tion. Since the free radical eoneent_:ation is relatively high

at these temperatures, we propose that reactions forming solids are associated

with free radical reactions. The inadequate evaluation of deposit quantitation

may limit the applJ,.'ation of these relationships to single fuel metal systems.

III. CHARACTERIZATION OF DEPOSITS

......... .F/_.ure ].9 - NIU_ has also approached the fuel deposit mechanism from the

deposit end by use of both qualitative and quantitative techniques, ESCA and

Auger analyses have not been very infonmative, Ellipsometry is questionable

as a quan_iattive tool because a deposit whie, h adsorbs light requires an absorp-

tion coefficient in the thickness calculation. Pyrolysis GC will be tried in

the future. Elemental. analysis is a marginal technique for the JFTOT tubes be-

cause of inadequate sample. However, this analysis has been useful when applied

to deposits formed in other devices run for much longer times.

Figure 20 - Tomcat (F-14) heat exchanger tubes have been used at NAPTC in

lube oil/fuel heat exchange tests. These 1/8 inch O,D. tubes have been cut into

segments and cleaned to remove any lube deposit on the exterior. The resulting

stainless steel specimens have been analyzed for the elemental composition of the

organic fuel derived deposit on the interior ...................

Carbon, hydrogen, and nitrogen can be determined simultaneously on a segment

!_ut oxygen and sulfur require separate segments. An increasing trend is observed

for all elements going from the cool end (fuel in) to the hot end. The data also

indicates that with this experiment, more deposit is laid down on those segments

to which fins had been welded. This latter phenomenon was observed in several

tests.

Figure 21 - Atom ratios for the segments from 4 tests were calculated. The

concentration of hereto atoms in the deposits is remarkable. The amount of nitro-

gen in the deposits, 1 atom or greater for each i0 carbon atoms in three of the

tests, is surprising for these petroleum derived fuels. The amount of nitrogen

in the total tube deposits, howe%or, amounts to only 0.01 ppm of the total fuel

flow.

The oxygen/carbon ratios are also very high, particularly for Tube B. The

hydrogen/carbon ratios indicate the deposit tends toward an aromatic structure.

Tube B again appears to be a maverick. Some absorption of water into the polar

organic deposit seems likely for Tube B. Organic dibasic acids, i.e., phthalic

acid, have an O/C atom ratio of 0.5. Consequently, oxygen contents of this mag-

nitude may reflect a reasonable deposit composition.

Figure 22 - Deposits on heat exchanger tubes stressed in the AF simulator

have also been examined at NRL. For these analyses the fuel derived varnish was

reamved from the steel tube. Atom ratios found for 7 different fuel tests fell
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REACTIVITY WITH DISSOLVED OXYGEN

ADDITIVE" .... CONCENTRAT-ION

NONE 5,0 MOLE %
CUMENE

INDANE "
N-PROPYLBENZENE

CYCLOHEXYLBENZENE "

1_ETHYL-2-METHY LBENZENE
I, 2, 4-TRIMETHYLBENZENE "
2-METHYLNAPHTHALENE

TETRALIN "'
DIPHENYLMETHANE "
INDENE "

FLUORENE 1.0 MOLE %
FLUORENE 2.5 "'

"DISSOLVED IN N.DODECANE "

TEMPERATURE*"

437=F

434
435

436

437
440
440

457

457
494
53O

532
568

"*TEMPERATURE AT WHICH 1/2 OF DISSOLVED OXYGEN {60 PARTS PER MILLION OR 1.8 MILLIMOLES/

LITER) HAS REACTED IN THE NRL JFTOT; 5 INCH 318S ¢:, TUBE

Figure ll

TOTALHYDROCARBON

PRODUCTSFROMJFTOT*

SAMPLE

DODECANE

.+1MOLE %FLUORENE

+ 5 MOLE % DIPHENYLEMETHANE

4-5 MOLE % 2-METHYL NAPHTHALENE

,i 5 MOLE % INDANE

+ 5 MOLE % TETRALIN

"MI LLIMOLES/LITE R

DISSOLVED OXYGEN CONTENT--I.B MMOLES/L

316S.S. TUSES (5 INCH)

650 =F

1.46

0.50

1.73 _ 4.O7 --

3,08 I 7.71 --

1.12 / 2.63 -

1.11 1 2.59

Figure 12
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EFFECT OF TEMPERATURE ON

OLEFIN/PARAFFIN PRODUCT RATIO

TEMP. (¢F)

r

650

700

750

800

850

900

RATIO OF OLEFIN TO PARAFFIN

DOOECANE

0.44

0.62

0.71

0.77

0.79

0,86

+ 1 M-OLE % FLUORENE

O.16

0.25

0.34

0.48

0.79

0.87

"316S.S. TUBES {5 |NGH)

Figure 13
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DEPOSIT EXAMINATION TECHNIQUES

METHOD

ESCA

AUGER

CARBON,
HYDROGEN

ELLIPSOMETRY

PYROLYSIS GC

INFORMATION

ELEMENTS PRESENT

CHEMICAL STRUCTURE

ELEMENTS PRESENT
DEPOSIT THICKNESS

ELEIV;ENTAL COMPOSITION

QUANTITATIVE ESTIMATE

DEPOSIT THICKNESS

CHEMICAL STRUCTURE

Figure 19
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MARGINAL
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INTERPRETATIOJ_I
DIFFICULT

MARGINAL
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REACTION?
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C-H-N ANALYSES OF NAPTC HEAT XCHGR TUBE C
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REFINING JET FUEL FOR THERMAL STABILITY

William G. Dukek

Exxon.Research and Engineering Company
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Routine testing of jet fuel for thermal stability evolved in the
50's when it had become evident that older tests such as Potential or Existent

Gum did not predict the tendency of fuels in the high temperature environment
of the engine fuel system to produce deposits. Refiners equipped themselves
_vith the CRC ERDCO Fuel Coker subsequently standardized as ASTH D1660 to.text
fuels for thermal stability. In the early 70's, the scaled-down version of

the Fuel Coker, the Alcor Jet Fuel Thermal Oxidation Test (JFTOT) was
developed by CRC and standardized as ASTH D3241. h_any, but not all,-refiners
replaced Fuel Cokers with JFTOT's because the latter was a shorter test that
used less fuel and less manpo_ver. Noreover,-it appeared to exhibit better
test precision. Specifications for'U.S. commercial fuel offer the refiner
the choice of either test method. Abroad most specifications have dropped
the Fuel Coker and refiners have generally installed JFTOT testers.

The most significant fact to note about the thermal stability test
_eet itis that the refiner does not taiIQr his _rocessing steps to .... (VG-I).

His experience tells him t--h_tif he meets other criticalspec_?ica_io_-
quirements as dictated by the _ype of crude he will usually meet the
pass/fail criteria of the ther_.l stability test. Knowing that deposits in
the stability test result from traces of reactive species that occur either
naturally or in basic processes such as distillation or cracking, the refiner
does not make a stability rating in his crude assay cuts but instead Ghecks

refinery fuel blends prior to shipment. If one fails the test -- which is
seldom -- he does not reprocess but ships the product as No. 1 fuel oil or
blends it into other fuel oils. His finishing processes for jet fuel com-

ponents are dictated by the needs to improve odor (i.e., remove mercaptBns),
to lower total sulfur (sour crude), to reduce acidity, to upgrade color or
color stability (for du_l purpose jet fuel/kerosene) or to remove or react

aromatics and olefins (for smoke point improvement).

Refining experience with finishing processes has supported the
findings of researchers in the field of oxidation stability. The marginal

processes in terms of thermal stabilit_ convert thiols (mercaptans) to di-
sulfides rather than remove them {VG-2). For this reason, among others,
the worst of these processes -- do_F sweetening -- has largely disappeared.
Instead there remain conversion processes such as air sweetening (which uses
antioxidant as a catalyst), MEROX (which uses a fixed bed cobalt catalyst)

a_d copper sweetening (which uses cugric chloride solution). Processes
which actually remove mercaptans from the fuel tend to upgrade thermal
stability. Chemical treating methods involve caustic washing usually fol-
lowed by water washing and clay filtration. Nercapfining is a trade name ....
for a mild catalytic hydrotreating step that only removes thiols leaving
other sulfur compounds untouched. Operated at a somewhat higher temperature
and pressure, the catalytic process is called Hydrotreating and, in fact, will
remove sulfides as well as thiols.

8O



• .... ....

The most severe of these finishing processes imvolves removal of
aromatics as well as sulfur compounds and results in the greatest improve-
ment in thermal stability. Acid treating is still employed by some refiners
for this purpose. However, refiners are more apt to use extraction processes
to remove aromatics. Sulfur dioxide is the usual extraction media. Alterna-
tively, the aromatics can be hydrogenated to naphthenes by higher pressure
hydrogenation.

Typical processing sequences carried out on Jet A fuel at four

different refineries show application of various finishing methods on blend
components (VG-3). Refinery A typically processes sour crude and employs both
hydrotreatid_d extraction to meet mercap_an and smoke pcint leveIs. Refinery

B usually processes sweet crudes and uses chemical treating methods to meet
acidity. Refinery C processes Alaskan Crude and must defulfurize; aromatics
are usJally critical. Refinery D is usually mercaptan limited and uses both

chemical and hydrogen methods. In no case is thermal stability the limiting
property.

The only examples of refinery processing dictatedby thermal stability

derive from special purpose military fuels (VG-4). JP-4 is usually mercaptan "
limited and processed by bo_h chemical and h_-r_gen methods. JP-7, on the other

hand, requires considerable additional processing such as aromatics extraction
to meet the Luminometer Rating. In so doing, thermal stability is upgraded
from a 260°C JFTOT breakpoint to an estimated 370°C JFTOT breakpoint (JP-7 re-
quires a Research Coker Thermal Stability Test). One special fuel called
Thermally Stable Kerosene is manufactured.to an estimated 320°C JFTOT break-
point (the specification requires a b 1660 Fuel Coker Test) by blending a
highly processed component with a conventionally p,ocessed fraction. It turns
out to be the only product that is specifically limited by its thermal
stability requirement.
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FUEL TIERMAL STABILITY/ENGINE TRENDS

Allyn R. Marsh

Pratt & Whitney Aircraft Group
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THERMALSTABILITYACTIVITIES

Maurice W.-Shayeson

GeneralElectr_c.Company
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THERMAL STABILITY EFFORTS

A. E. Peat

Rolls-Royce Limited
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AIRLINE STATUS REPORT

Walter D. Sherwood

Trans World Airlines .........
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Many of us recall the birth of the subject of turbine fuel

thermal stability - back in the mid 1950's. The earliest problems

that I personally can recollect related to the P&W J-57 engine which

was the predecessor to the JT3 and JT4 series engines used on 707/DC,9

aircraft at tile._nsetof US Commercial Airline jet service, Because

of the seriousness of the problenl, a shotgun approach was taken by

the engine manufacturer. Alonc}with redesign of the fuel manifold

and nozzle arrangement, pressure was brought to bear on the industry

to develop a test to classify fuel as to its tendency to decompose

and form gum deposits under heat condi;ions. A_ you all know, the

"Erdco Coker" was conceived as a, early answer ,tothe determination

of fuel thermal stability.-_ relate this history only to set the

stage for the "history repeats itself" message I'm trying to convey.

Over the years since the mid 1950's, the coker test became more

sophisticated and engine fuel system designs were made less critical

of fuel thermal stability characteristics. Today, the somewhat contro-

.....................versial JFTOT tester,is bein_ used more widely as a more sophisticated

device to determine the elusive thermal stability precipice for turbine

fuels. At the same time, pressures for more efficient engine coupled

with over concern about aircraft engine contributions to air pollution

are driving the industry toward the return of the ther-mal stability

problems of 20 to 25 y_ars ago. Witness the JTSD "low smoke" combustor

designed to improve the esthetics of 727/737/DC9 airport operations.

Although I speak only of TWA experience, I have confidence that TWA's

problems are common with all JT8D operators experience.

I18



.,mok_._:omhu_,Lorhasaccomplishedthe goal of de-The J[[_,ll "low ¢ ,"

creasing visible smoke at the expense of increased-maif_tenance cosL.

Uneven Flow patterns of dl_]l) fuel nozzles are the direcL_esult of

fuel deconlposition CauSJtI(I nozzle cloquin q which in turn results in

downstream hot section damaqe and deterioration-o4-enfrine reliability

and performance. The fuel decomposition I refer to is the direct

result of the increased heat inp_It to fucl in the Fuel nozzles of the

"low smoke" combustor as compared to earlier JT8 combuster designs.

As a means o'F combal'ing this JTSD prohleln, I-WA has developed an

"in-sitd' flushing procedure fov JTSD fuel-manifolds and nozzles .........

A concentrated solution of detergent and water is in,iected into the

primary and secondary fuel manifold connections at the P&D

valve. This solulion is allowed to soak in the system for 30 minutes

and then a -larqe quantity of deLergent under high pressure is pulsated

through the s3cs__nfollowed by a purge of hfgi_pressure air. TWA

experience with tlns procedure sl_ows that hiqh time nozzles (2000 to 2600

hours of service) are restored to within 90% of new nozzle flow rates,

TWA is presently flushing JT8D nozzles every 1000 hours as this best

fits its maintenance program and prevents excessive deposit build-up.

TWA estimates that this flushing procedure results in over $I per engine

flight hour savings in hot section maintenance costs.

Although the JT8 engine is not a "new technology" design, it will

be around for many years to come and at a high population density.

Looking at the newer technology designs leads one to the conclusion

that thermal stability and its characterization will be of increased

concern in the next decade and beyond. Wtih the emphasis on fuel

efficiency and ecology, future engine desi_In_scould increase thermnI

If9
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stress on fuel and the need for a better definition of thermal

break points.

Although engine maintenance is a very important cost area in

commercial airline operation, the increased cost of fuel today over its

cost in 1973 makes fuel the dominant purtion of direct operating cost.

(35-40% of direct), It may come as a shock to. those whose life has

been devoted to reducing engine maintenance cost to learn that fuel

consumption has become more important (2½ to 3 times) than engine

maintenance cost. However, to reassure the power plant engineering

fraternity, there is a strong bond hetv_een fuel consumption and engine

maintenance. As Al Marsh pointed out earlier, engine cold section

condition can contribute to the health of the hot section and therefore

the end result - fuel consumption ......

Maintenance of satisfactory fuel nozzle flow rate and spray pattern

will minimize turbine distress which greatly influences average specific

fue] consumption (pounds of fuel per pound of thrust). Because of the

increasing importance of fuel coms_mpt.lon to the direct operating cost

picture_ increased maintenance effort on engines susceptible to fuel

therma] stabi!ity problems must be thoroughly evaluated. Such--i-ncreased

maintenance effort is a "band-aid" approach and design improvement

efforts are mandated for the long term solution to the airline cost

squeeze problem.

In summary, airlines today are faced with the return of thermal

stability prob]ems of the past!

H_
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GROUP I. BASIC RESEARCH

I * More information is needed on the effect of trace elements and com-

pounds on the decomposition of liquid fuels.

a) What is rate and mechanism of heterogeneous decomposition of

liquid fuels by trace Cu or other elements that might be picked

up in fuel lines?

b) Are there any foreign materials that cou_ act the opposite way,

as stabilizers for liquid fuels?

c) What are heterogeneous catalytic effects on autoxidatlon reactions
of fuels?

d) What is the effect of temperature and pressure on all these sur-

faces or heterogeneous reactions?

2_ Phenol

a)

b)

c)

is a known antioxidant

What is effect of phenol on the stability of various liquid fuels
and the kinetics and mechanism of the reactions?

Would any products of the reaction cause problems in combustion
such as increased emissions?

Is phenol stable in the ga_ phase: What is kinetics and mechanism

of phenol-fuel gas phase reaction?

o What is the kinetics and mechanism of decomposition of certain organic

sulfides, phosphides and aIiphatic amines which are known inhlbitors

of oxidation reactions? Study both in liquid and gas phase.

Q Most organic sulfur and nitrogen compounds accelerate fuel decomposition.

But some, like certain amines, diphnyl sulfide and dibenzothiophene do

not accelerate fuel decomposition. What is key difference in reaction ....
mer.hanisms that accounts for this effect?

9 What is mechanism of liquid fuel oxidation by dissolved peroxides?

Explanation of observed alcohol and ketone concentration profiles would

help understanding of peroxide effects. How important is peroxide

reactions in the fuel stabilit_ problem.

Q How does mechanism of decomposition of deoxygenated fuels differ from-

that of D2 containing liquid fuel in the presence of various organic

123
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nitrogen and sulfur compounds? Usually deoxygenation helps fuel stability

but not alwav,s. Mechanism of these re.actions needs to be better under-
stood.

. Are there synergistic effects when certain organic sulfur, nitrogen and.

oxygen compounds (pe=oxides) are present together in an olefin fuel?

Some inpurities may be harmless alone but-bad when present together.

We need to study the mechanlsms of such interactions probably both in

liquid and gas phases.

8, Is the gas phase pyrolysis of hydrocarbons catalyzed by copper or other

trace liquid or solid impurities? Is pyrolysis of olefins and aromatic

hydrocarbon mostly homogeneous or heterogeneous?

9. What is mechanism and rate of gas phase pyrolysis and oxidation bf

various hydrocarbons in the presence of various organic.nitrogen and

sulfur compounds?

10. What is the stability in the gas phase of.the 2 compounds diphenyl

sulfide and dibenzothiophene which do no.__ttpromote hydrocarbon liquid
phase decomposition? Howare their liquid or gas phase thermal decom-

positions different from that of other compounds that promote decompo-

sition of the hydrocarbon? (Combine with #4).

11. Propylene Is a well known inhibitor of gas phase free radical chain
reactions. What effect would It have on rate and mechanism of'pyrolysis

of a paraffin or aromatic hydrocarbon wlth and without the presence

of various organic nitrogen and sulfur compounds that promote free

radical decompos-ition? It might be interesting to find out also what

effect propylene has on the oxidation of paraffins. Usually olefins

are quite susceptible to oxidation, but a study of this system might

glve some useful mechanism information.

12.

13.

14.

15.

What are typical quantities of oxygen dissolved in fuel and what
factors control-this?

What are the actual molecules which are the building blocks of deposits?

How can the structure and properties of these molecules be characterized?--

How do physical processes interact with chemical kinetic processes?

What is the role of solvent effects in liquid phase systems, volatility

effects in vapor ohase systems and fluid mechanics effects in general?

How do microspherical deposit particles form from Individual compounds?

How can these particles be more clearly characterized?
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16, What is the mechanism of m!c:ospherlcal deposit particles collection

and agglomeration on surfaces and in pores of filters? .....

17. Howshould the effects of fuel composition on sediment and deposit
formation be elucidated? How can mechanistic kinetics studies and

basic research studies on the effect of fuel composition on deposit

formation be integrated?

GROUP II. LABORATORY CHARACTERIZATION TECHNIQUES

1, In the evaluation of deposits on JFTOT tubes

a) Should it be done by combustion?

b) Should non-=carbon deposits be determined?

c) Is the TDR value of 13 acceptable for breakpoint _emperature
determination?

d) Are.co.lor(ful).deposits indicative of incipient failure?

What are the needs for establishing reproducibility and .precision
criteria in the JFTOT test?

To what extent should the deposit profile be considered? How should ............

the problem of the _'solvent effect H be addressed?

What are the needs for uniformity of handllng of fuel particularly in-_

regard to filtration? Is the 0.45 _ filter reaIistlc when considering

engine conditions?

What is the status-of potential JFTOT replacement instruments or
methods?

Should there be a peroxide formation test?

What has been the experience with the heated reservoir modification

of the JFTOT tester?

Should there be an evaluation of the fuel just prior to injection

into the alrcraftY If so, how should thls be done?

There seems to be an ongoing effort in ASTM to correlate JFTOT data

with CRC Coker data. Is it really important to consider thls?
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GROUP III.

1.

2o

APPLIED RESEARCH AND TEST SIMULATORS

What simulators are being or have been used?
Are the reports available?

What problems have been observed in practice?

What are the results?

3. What are the major causes of thermal stability problems?

dissolved 02
trace compounds oF S, N2, 02, or me_a]_

hydrocarbon composition & an_unt
metal surfaces

additives -
interactions

storage time
other

, Where would a thermal stability problem initially manifest itselfp

in tile injection nozzles, in the. manifold, or on heat transfer
surfaces?

What area of an engine system would be the first to be adversely

affected by a stability problem?

6, Should a simulation attempt to simulate that portion of the engine
that .shows--the first sign of the problem or the most crltica-l-.area? .........
Can both be done?

o What scale of testing would be meaningful and would allow extrapolation

to a real engine?

8. What is a realistic and practical temperature and pressure profilep
and cycle, for a s!mulator?

How should stability be determined in a simulator?

spray characterlstFcs_
AP

change in heat transfer coefficient

amount of deposits

composition of deposits

amount of carbon in deposits

._pJzber
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10. Is it necessaryor desirable to fully identify deposits?

11. Are all the param_:tersscalable?

12. Canthe tests be accelerated[

13. Would any trends ar projection_ of future fuels or fuel systems change

any of the above?

14. How would an SST simulator diff_r from one designed for subsnnic

Fl,ght?

GROUP IV. ENGINE "SYSTEM TRENDS AND REQUIREMENTS

11 ,

2.

3.

Are there any problems, borderline situations, or sensitive areas

with respect to thermal stability for present specification fuels?

Is there adequate statistical overhaul data to pinpoint these problems?

What will be the trends in the near future wlth respect to thermal

%-t-ability requirements_ Will the low emission combustor designs make

increased demands on thermaLstability and, if so, in what respects?

flow well do thepresent specifications, such as JFTOT, relate to

actual fuel degradation behavior in engines? Is there a predictable
r_:!_tionship between JFTOT and actual thermal breakdown in the field?

. What trade offs are there between stringent requirements for fuel

thermal stability, and engine time between overhaul? How low a thermal

stability--fuel can be tolerated-? Can reduction in engine efficiency

with operating life be linked in some respects to fuel deposits?---

--5. What are the effects of fuel degradation or fuel nozzle performance?

Can nozzle designs be made less sensitive to fuel deposits?

6. What effects may-fuel.-degradatien i_av_ on heat exchange surfaces in

the engine system?



, Are th(_se critical ar,'i_s with respect to thermal stability in tile fu,,l

sy._tem, outsld_ the. engine'/ WIll fuel heating systems, such as for use
of high-frn.e.zlng-point fuels add mor_ l;h(_rmal st.abllity stre.ss.e_s .1:o
th_ system?

8. ....... Is th_ fuel deliwred to the u_,_r-the same, In terms of thermal
stability, as that specified at the refinery'/ Does storage inst_Jbillty
contribute to thermal instability'/ Would point of de_ljve.l_y, qu1_l,, tests,
be of benefit?

What i_= the f{-.asibility of using fuel purging, fuel cooling, or
ins.Jlat, ion to midimize fuel temperatures?
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GROUP I. BASIC RESEARCH

ChairMan: Rober% N, Hazlett

PART I

WHAT DO WE KNOW ABOUT THE BASIC CHEMISTRY AND PHYSICS

OF THERMAL OXIDATION STABI-LITY?

A. Mechanisms of Deposit Formation

i. Oxidation is the trigger

. Chemistry is largely free radical but condensation

reactions may also be important (e.g., aldehyde

condensations)

3. Reaction is temp. dependent - start % 200°F

4. Metals influence deposit formation

a) heterogeneous (surfaces) [ differe_t

b) homogeneous(dissolved) _ mechanisms

Copper is most deleterious metal - effect may

depend on fuel composition

5. Solvent effects important but still poorly understood

6. Deposit; f_9_ in both liquid and vapor phases - in wing
tanks worst situation exists when both phases are present

B, Characteristics of Deposits

i. Most are microspherical but other morphologies are

observed (plates, rods)

2. Temp. and dissolved 02 influence morphology

3. Other characteristics-include

a) H/C ratio is lower than eriginal fuel

b) Oxygen level is greatly enhanced in desposits
c) Other heteroatoms are concentrated

C. Efgects of Fuel Compositions

1. Hydrocarbon types

a) benzene derivatives less deleterious than napthalene

b) some olefins deleterious

c) acetylenes greatly promote instab<lity

2. Oxygen and nitrogen containing species can be deleterious -
also_u-l-f_des - aldehydes
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3. Int_ractions between fuel components are important

4. Dissolved 02 content critical - is typically 50-75
ppm in air saturated fuels at sea level.

D. Effects of Storage and Handling on Thermal Stabilit_

1. Handling and sampling may be more important than com-

position effects

2f

_p

Storage effects variable - some fuels show improved

stability - others worsen

Erratic storage effects may be related to peroxide

content of fuels - these decompose on standing

4. Recommended storage procedures

a) Deoxygenate fuel before storage

b) Avoid light

c) Keep metals out

d) Preferred containers - Pyrex glass or Epoxy-lined
metal cans

e) Decompose peroxides prior to storage via heat or

by chemical reduction

E. Use of Additives

i. No "universal" additives - effectiveness depends on

fuel composition

2. Anti-oxidants useful in enhancing storage stability -

probably not thermal oxidation stability

3. Other potentially useful additives:

a) Metal deactivators - especially for copper
b)-Dispersants - keep deposits dispersed - but tend

to disperse HgO as well
c) Metal passiva_ors

4. Lubricity additives may adversely affect thermal

stabiqity

5. Additives can interact in as yet unknown ways - have

to be aware of possible problems

6. Market for additives not developed - inhibits research

7, Future developments - e.g., synfuels may require additives -

trade-offs between hvc_rogenation costs and additive usage
will be needed
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C,

PART I I

WHAT SHOULD WE KNOW q'O ADEQUATELY DEFINE AND/OR
RESOLVF, TIIE PROBLEM?

D__osits

I. Using ESR on solids formed from fuels, can one see

evidence for radical reaction pathways?

2.

3,

We need more detailed information on gum deposits,

preferably from actual engines or storage tanks.

Whau hap_ens to deposits on JFTOT tubes or actual

engine parts as it remaiIls on the hot surface?

Does it pyrolyze? Do the earliest deposits differ

greatly from later adherent materials? flow does

the composi-_on change with depth for deposits oi,

both real-life engine parts and JFTOT tubes?

4, How does a microspherical deposit particle form?

Is it via a second liquid phase which forms a sphere
due to surface tension?

5. What is the molecular weight distribution of soluble,

insoluble, and adherent gums and deposits?

6. _Wbat is the difference between surface varnishes

(adherent gums) and filterable deposits?

Metals

What is the importance of dissolved metals versus

surfaces? (e.g. would inert surface show similar

effects?) ...................

2. What happens to the rate of deposition a_ter surfaces

become coated, thus probably eliminating exposed-
metallic surZace effects?

3. How do dissolved, metals catalyze fuel deterioration?
Is it non-radical chemistry?

Storaq_-_nd_Aging.

i. When obtaining fuel samples for testing, where in the

fuel stream does one sample? - At the refinery, from ..........................

a tank car, from a fuel tank in a vehicle? What con-

tainers do we use for samples?

2. If one removed all dissolved oxygen and peroxides, would

there be any storage stability problems?

133



_o

3, The thermal stability has been observed to improve,

degrade, or remain constanL after storage of various

fuels - why? What is happening? What is the differ-

ence between the fuels that improve and those that

degrade?

Reactions

l, Aside from free radicals, what reactions are taking

place and what is their relative significance? (e.g.,

condensation of ketones and aldehydes)

2. Is it possible to stop the initial oxidation reaction?

3. What happens to di-olefins? Are they found in jet fuels?

4. What is the significance of bi-functional compounds, as
well as hereto-atom compounds where neighboring carbon

atoms tend to be more reactive?

5. What aro Lhe mechanisms of diphenyl sulfide, diphenyl
disulfide, and dibenzothiophene reactions in a clean

system?

Additives

Could dispersants decrease the severity of problems

from gum formation? Can dispersants play a useful

role in stabilizing fuel and what are their effects

on other properties?

Is the need for different additives for different

fuels because of trace contaminants or fuel hydro-

carbon composition? or both?

3. How is additive performance affected by boiling rang_

of fuels?

4, Are there any peroxide decomposers, radical scagengers,
or combination of both, which are both effective and

reasonably priced? (must be no___nn-metallic)

F. Miscellaneous

i. lqhv does pre-treatment (clay, H 2, chemical separations)
improve stability of some fuels and not others?

2. How much oxygen is dissolved in fuel at various stages

during flight?
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5,

Wh_t is the relationship betweel_ thermal stability
and boiling range of fuels?

Will pre-vaporization pose any new thermal stability
problems?

Solubility effects are unknown, but too complex for

im/nediate attack. This may become a critical area

when synfuels begin to be blended in.

PART III

WHAT EXPERIMENTS WILL GIVE THE INFOR_.gATION WE NEED?

A. D_osi ts

i. Employ modern surface analysis techniques: ESCA, Auger,

. ..............Pyrolisis GC, ESR, CIDNIP and study deposit vs. depth

especially for actual engine parts but also JFTOT and
other test devices.

2. Check deposit chemistry and morphology for possible

changes with time due to temperature on the hot surface.

3. Compare filterable desposits and varnishes.--

4. Investigate solubility effects on deposits - include

effects of fluid temperature, fluid and deposit

chemistry, and flow rate.

5, Study deposit morphology and chemistry as a function

of parameters: T, P, 02, aging and composition of
fuel.

6. Employ photo-acoustic spectroscopy and/or attenuated

multiple reflectance IR to analyze gum and especially

solid thermal deposits.

7. Employ radioactive_tagging of contaminants.

B. Metals

i. Compare 3 possible metal effects

Dissolved metals

vs. Metal surface

vs. Non-metal surface

Look for stoichiometric metal involvement by

analysis of deposits.
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2. Investigate _etal effects with and without 02
and peroxides.

3. Check the effects of nitrogen compoundson copper
pickup (especially in light of synfuels)

C. Storage and Aging .............

i. Monitor thermal stability from refinery through

supply system

2. Aerubic aging - check peroxides and electron spin -

initial and with time

3. Anaerobic aging - do peroxides account-for all the

_aging

D. Reactions

i. Test fuel and deposits with ESR and CIDNIP for free
radical reactions.

2. Follow dis_%lfide decompQsition with ESR.

3. Follow fouling reaction mechanisms�precursors in liquid

phase employing field-ionization mass spectrometry and
other techniques.

4. Analyze oxygen concentrations in liquid and vapor phase

in storage and aircraft tanks and as a function of time

through flight conditions.

5. Examine effects of prevaporized/premixed fuel on

deposition.

6, Explore MW in dispersions and in adherent deposits

by light sc._ttering/Tyndall effect and/or gel per-

meation chromatography.

7. Test effect of bifunctional N, O, and S materials.

8. Study variations nf thermal stability with boiling

range of real fuels.

9. Analyze fuels for trace components and their effects
on fouling, using "specific detector" gas chromatography.

E. Additives

i, Investigate "peroxide decomposers" for controlling

deposition (as used in the polymer industry, such as:

Ni diacetylacetonate
and non-metallic equivalents)
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F,

2. Explore antioxidant and dis|)ersant thermal stability

effects in a variety of fuels.

3. Study inhibitor interactions in storage and fouling. ....

Miscellaneous

i. Investigate effects and mechanisms of various treatments -

clay, H 9, separations - on thermal oxidation stability and
composiSion of fuels.

Examine deposition as a function of reaction mechanism or

deposition mechanism.

2,
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GROUP II. LABORATORY CHARACTERITATION TECHNIQUES

Chairman_ Charles R. Martel

I. OBJECTIVE

To deter%1,ine the status of existing laboratory techniques suitable for

determining the thermal oxidative stability of aviation turbine fuels; to define

the problems and shortcomings of these techniques; and to identify recommended

research and possible improvements in these techniques,

II. EXISTING LABORATORY TECIINIQUES

The laboratory techniques available for characte_izing the thermal

oxidative stability of fuels are listed and discussed below.

A. JET FUEL T[{EF_[AL OXIDATION TESTER (JFTOT)

The JFTOT is a relatively new test method now in use for aviation turbine

fuel quality control per ASTb_ D3241. THe-'t-6_% fuel is flowed past a polished

alumin_n_ heater tube and then through a 17 micron filter. Plugging of the

filter or the formation of deposits on the heater tube darker than a light tan

are the test criteria used to characterize fuel thermal stability. Test

temperature, test time and test pressure are variable.

I. Status - The JFTOT is widely used as _he quality control check for

aviation turbine fuels. Normal pass/fail operating conditions are 260°C

heater tube temperature_ 500 psig operating pressure and a 2 1/2 hour test

time. For con_ercial fuels a waiver to 245°C heater tube temperature is

available.

Work is underway by the AF to select suitable JFTOT test parameters for

speciality jet fuels JPTS and JP7.

2. Problems -

a. Choice of test parameters - The choice of JFTOT test parameters

has been based largely on the older ASTM-CRC Fuel Coker, as the JFTOT is

basically a miniaturized coker. A better understanding of the deposit-formation

conditions in actual aircraft engines would likely improve JFTOT accuracy

(i.e., the ability of the JFTOT to predict the deposit forming tendencies of

fuels). Specific parameters of concern include:

(i) Test pressure selection - Presently the JFTOT is operated

above the critical pressure of typical jet fuels. The quantity of heater tube

deposits can be increased by operating the JFTOT at a lower pressure near the

boiling point of the fuel. Also, deposits appear to differ significantly

between sing]e and two-phase flow. Th_ ideal or most realistic test pressure

has not been established.

(2) Fuel pref_-_t-_£ion - Currently the fuel to be tested in the

JFTOT i_; filtered through Whatman filter paper of 17 micron nominal pore size.

Within the JFTOT a 0.45 micron filter is used immediately prior to the heater

tube to improve test precision. This high degree of filtration is unrealistic

as compared to actual aircraft fuel systems. The degree of prefiltration is

known to affect the amount of deposits formed with some fuels.
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(3) Test filter temperature - In the JFTOT the temperature of

the te_t filter is not directly controlled. The test filter in the JFTOT,

being downstream of the heater tube, is supposed to simulate engine fuel-

nozzles. By not controlling the temperature of the test filter the accuracy

of the simulation undoubtedly suffers, but the effect of this factor on the

accuracy of the JFTOT is unknown.

b. JF_DT Calibration - There are no absolute standards that can be

used to calibrate the performance of the JFTOT (or of any o_her thermal stability

test device.) The use of standard reference fuels has been proposed _e improve

the precision of the JFTOT.

c. Tube deposit ra_ing - Currently, deposits are rated by visually

com_aring deposit color to color standards. This method i_ highly subjective,

has poor precision, and is of unknown accuracy (i.e., the deposit color may not

correlate with heat exchanger fouling and engine fuel nozzle plugging). The

Alcor 5_ark 8A Tube Deposit Rater (TDR), an optical reflectance device having

improved precision but not necessarily improved accuracy, is available but is _-'-'------

not in widespread use. Research has been done on various alternative deposit

rating metl_ods including beta ray backscatter, d_posit combustion with sub-

sequent measurements of the carbon dioxide formed, Auger spectroscopy, and

ellipsometry. None of these alternatives has been developed to a point suitable

for laboratory use.

3. opportLmities:

a. Deposit Profile - The heater tube deposit profile-vS, tub% length

and test temperature may provide useful information such as the prediction of the

breakpoint of the fuel, unusual solvent characteristics of the fuel, two-phase

flow, etc. Deposit colors may indicate the presence of undesirable trace metals

such as copper.

b. Since additives are known to reduce deposit formation or modify

their character, their effects on JFTOT ratings should be more widely investigated.

c. Heated zeservior - The heated reservoir now available provides a

significant increase in time for free oxidation reactions at a controlled temp-

erature ahead of the test section. It may prove to be highly usefu_ _or

determining thermal oxidation stability pro_lem_, with certain types of fuels.

It has the possibility of turning the JFTOT into a miniature fuel system simulator

suitable for research programs.

d. Metal Catalysts - By using heater tubes of varying composition the

effects of different metals on deposit formation can be determined.

e. Long Term Tests - By using a larger reservoir or an external source

of test fuel, extended JFTOT tests can be run for ton's to hundred's of hours

to examine deposit formation vs. time and test temperature.

4. Recommended Research:

a. Examine actual aircraft and engine fuel systems and determine the

actual temperatures, pressures, flow rates, etc. of the engine fuel nozzles that

are experiencing plugging problems. Use these data to _leet more realistic

JFTOT test conditions (pressuz_-, temperature, r_dence_imes, prefiltration,

etc. ).
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b. Recommend that ASTM be asked to re-examine the need for and degree

of in-tii1_; fuel prefiltration for the JFTOT.

c. Research is needed to identify and develop improved tube deposit

rating t_chniques that correlat_ with fuel heat exchanger fouling and nozzle

pluggi_g.

d. Reference fuels such as pure hydrocarbons and concen_ra_es containing

reactive species should be investigated-f_r-use as calibration fluids.

e. Temperature control of the JFT_--£est

should be investigated.

(Dutch weave metal.) filter

If. B. ASTM-CRC Fuel Coker

A_{SI/AST_4 D 166Q

i. Status:

These instruments have been used successfully for over twenty years to furnish

thermal stability characteristics of aviation turbine fuels. Many laboratories

outside of Eastern Europe and Western Asia have one or more units. The fuel

cokcr is still in production to meet a continuing world-wide demand. The manu-

facturer of the-coker, Erdco Engineering Corporation, will continue to furnish

the components required for test and maintenance.

The allowed manufacturing tolerances for the test filter and inner tube are

being tightened, and the fuel pump capacity will be increased to provide greater

bypass and to further reduce the possibility of pulsations in fuel flow.- These

charges have yet to be. evaluated by ASTM, but are hoped to improve test precision.

The instrument cabinet is being redesigned to utilize lower cost enclosures

to reduce the need for higher prices with declining--lnstnument shipments.

Usage of the ASTM/CRC Fuel Coke_ declined for five years based on shipments

of test filters and inner tubes. During the last two years, demand has ircreased

with an even more marked growth during the last year. This has caused in%entory

outages which are being corrected.

2. Problems : (attributed to users)

i. Sample size limits ease of shipment

2. Intermittent pump effects

3. Precision of filter

4. Repeatability of test results

5. Visual rating of tube deposits (See _I.A.2.C., above).

3. Opportunities :

Work is underway to tighten test component tolerances and to reduce the

pump effects to im_rove precision.



4. Rcue_rchNeeds:

l<eferellc_fu_l_ arc needed_;cthat instrumentper[:ormancecouldbechecked
periodically (SecII.A.4.d., above).

Informationis neededas to the actual effects of trace elementsin the
fu_l oHthermalstability, aDtrace ele_¢,entsarebelievedto promote
deposition. If this iu of uoncern, the _ample siz_ and l_ngth of test required

may need to be increased in order to obtain useful data when the trace elements

are _;resen_ in parts per billion quantities.

II.C Research Fuel Coker

I. Status :

Approximately fifteen of tk_._e instr_u_ents are available worldwide. Due to

their ability to test at higher temperatures, improvements in the thermal stability

of fu_ls such as JP7 have been obtained.

2. Problems :

This instruunent is a higher temperature version of the AS q%I-CRC Fuel Coker.

The test filter is the game for both units and the preheater tube is of stainless

steel for the Research Fuel Coker. The users have not reported any operational

L,rob!ems. Also see JFTOT and ASTM-CRC Fuel Coker discussions above.

ll.I). Monirex Fouling Monitor

1. Status:

Monirex jet fuel testing has been done on a differential hot wire d_vice

using two different fuel samples which are, in every way possible, subjected to

_the s_ne test conditions. Hot %,ire sensozs are used to collect foulant deposits.

Results are based on the difference in the rates of change of the heat t2ansf(_'

coefficient for the two fuels. The Monirex Fouling Monitor is presently in

product development. Delivery and costs are not available at this time. The

original Monirex device using a single hot wire has been used for refinery

fouling tests and is also in product development.

2. Problems:

The Monirex hot wire Fouling Monitoz is still in development.

3. Opportunities:

The problem of interpreting JFTOT and coker tube deposit data can be eliminated,

..................as the Monirex unit outputs heat transfer data about the deposit fouled wire

surface.

The _[onirex device capability to tes_-'a6 6he specific wire temperature pro-

vides an opportunity to ew_luate in greater detail the mechanisms of fouling.
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4. Research Needs:

Research needs include further evaluation of the hot wire method, and the

differential fouling test method. Development of a refarence fuel for better

device precision and inter-device correlation would advance the _ta%e-of--the

art.

-II.E. Thermal Fouling Tester (TFT)

1. Status:

The TFT, a derivat_.ve of the JFTOT, f_resent!y in wide use as a

laboratory device to evaluate the effectiveness of antifoulant additives in

refinery feedstock.

In its basic function the TFT maintains a preset fluid discharge temperature,

nnd the rise in heater tube temperature is indicative of fouling or deposit

build-up on the heater tube.

2. Problems:

From recent CRC work it was established that in its present configuration, the

TFT is not too well suited for establishing thermal stability characteristics of

turbine fuels.

3. Opportunities:

With the design of a new test section and an operating technique specifically

tailored to discriminate and rank jet fuels, this device could possible equal

or perhaps surpass the present JFTOT technique. In this technique,_rating of a

fuel sample would be strictly based on heat transfer characteristics of the

deposits generated and expressed as a maximum delta T attained. Such a rating

system would be highly desirable as it excludes the operator frem having to

make a rating judgment as is now t_e-_ase with the JFTOT visual methQ_. ---

Disadvantages of the TFT would in all probability be an increased test time .....

in order to generate a significant delta T.

II.F. Thornton Flask Test

1. Status:

!
This portable test device is used for rapid field measurements of the thermal

stability of aviation turbine fuels. The procedure uses a 150 ml s_mple in a

250 ml Pyrex flask (which is open to the atmosphere) immersed in a 150°C controlled

temperature barn for 60 minutes. Fuel degradation is assessed by either

measurement of the reduction in light transmission using a spectrophotometer or

more simply by assessing the extent of color change using available standards.

2. Problems:

A rough correlation has been established with a i/2 scale simulator and

laboratory test methods. However, the repeatability.Qf__his test is in the

order of + 10% when used for field measurements.
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3. Opi_orttulitie.s :

_e methodprovides (i) a port;_/)]._,,andea:Jilyconductedprocedurefor field
_.asurements,(2) _ield sample:_maybe tak_ndirectly into the test legit, thereby
reducingsamp_,.econtainer/shlppingproblems, and (3) the procedure provides a

measurement in ].-i/2 to 2 ]]ours.

4. l_t_sear:.ch Nee¢]u _

Further :leveLo[m_ent is needed to (i) improw_ the rel)eatability and (2)

I_rovi¢]e correlation with sp_cJfication techniques.

II.G. Oxygen ;31>take Mea'_uremL:nts:

_ition mechanksm:; of liquid hydrocarbons are usually studied by

re_;earchers in laboratory glas,_waru. 'l_pically oxygen is bubbled into a pure

hydroc,_rbon such as t_:tralin dissolved in a solvent. The mixture is well-

stJ.rrcd and held,at-a specifiG temp_.,rature. .The amount of oxygen absorbed is

lil_.,asured _s a fnnctJon of time, and frequent samples o£ liquid (and gaseous)

[,roducts are taken to measure hydroperoxides, complex intermediates, acids,

ketones, etc. Frequently metal salts are introduced to catalyze oxidation, and

._ludqe products are measured by filtration and weighing. Many variations of this

te[:hniqut_, are employed - air for oxygen, reflux, metal strips, highly sophisticated

t_ehniques to r_lea_ur_a oxidatiol_ intermediates, etc.

Heasuring oxygen uptake alone in a t_,:_ical jet fuel under well_controlled

temperature conditions is relatively simple but it would be necessary to also

measure oxygen products o_ sludge for a meaningful test. The technique does not

lend itself to quality control as does a rig such as the JFTOT but is more

u,_eful for research studies into oxidation meehansim and system variaDles.

II.H. Therm_l Preci_;itation:

The thermal precipitation test consists of heating the fuel to 300_F for two

hours. After coo_ing, the fuel is filtered through a 0.45 micron Millipore

filter and the color compared to a standard color chart.

The test was developed after sluggish responseand sticking was observed in

close tolerance parts subjected to hot JP-7 fuel. Research coker tests of the

JP-7 fuel did not identify this aspect of themnal instability,

The thermal precipitation tes_._is a specification-requirement for

MIL-T-38219 Grade JP-7 fuel. It is useful fQr fuels where cyclio heatin_ and

cooling in the system may leave deposits which affect engine components.

The thermal precipitation test is similar in principal to the Thornton

Flask test described abon_-
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l l I, ].H-;I,ATEJ) l'l'._)IH,]:_45 AND ld,:t.iI.:Ab:C/] NHI.U),q

I',, '.';,_tPl,|_ CONTA I N!:I.';;

'L'ho illq._rt;tac,_ ¢.d s,tmj)].illg ]_roc¢,du2:_:i ,'q',d :-;aln]21e ¢;:olltcxincr,q w_ di_cLl'_s_d

dm{n9 th,, l'l_,nCu:y :;u_:uion. 'L'h_ Coordinating _<u'.;earch Council has a small

},_,_q_,ul_ uu,h,rway tc_ inve:_tig._te thi;._ in:oblem. :;uppliers and colu_umers are to

:.ul>r,_[I tll,.i._; :_a'nl,]inu t_,chniquou which %..'ili bu compiled and evnluated by the

'l'_l,'i.'llhI].._;[.,Sbl.]JI 5' (;l;¢'qlp oE th£'. Coerdin,_t._.ng Res¢:aruh Council,

'l'ho ro:mlt:; _I- p¢_or ,.;,sapling t.uchniquus al,d their effect on the thermal

:;tability tc:_! rc_ulL:; haw, been documented both in ti*ese sessions and i.n other

t,,chll.i.ca] m,.(>t.tng:_. It .is thi;_ group's recommendation that both 'aampling and

::,u_?1.e collt,_i.h¢!rt; I,, _<_t.i.ou:;iy colm{d_,red in order to m:tintain the v.,lidity

.m,i [,t'oci:_Lon of the v,u'iotl;l thermal st_fl, il[t.y test methods. Areas to be con-

.uidol¢_d wouhl .[n¢:lud,,: (.[) S,implillg loc_it.[o_l _ind Ám &hod of drawing samples.

(?.) 'L'ypc.,.;<_I :;,unpi_ container'.; az;d how t.h<_ containers would be xxsed in

uamplinq. _[ u_sinq epoxy-co,1ted uontainu_;u, should the-type of epoxy bu specified

aud '._hould the epoxy coating undergo a i!u_,l uxpo'-;uxe period before using. If

unli.ned :;ample contl_er:_ art_ to be used, how should they bu treated or rinsed with

Ill,.,].prior Lo :,,nnpli.ng. Also, t;,Imple container .';uals mu.,_t also beconsidered.

T]lJu work wi.ll be va.Luabh_ f_;r other tu_l tests where sampliz_g is imf, ortant.

I ill .l_. l'l.:ltt)X.[l_}.: FOP, I,1A'I'ION 'I'E,qT 1.'Ol_ q.'IIEP4,,_L-STABILI'I'Y O1,' JET FHE_ .............

l,croxid_ to.,:m_t.i.on h_u_ txmn proposed _u a test to as_;ess thermal stability

ba:_cd on an ,_t.-ox_ • _i:_m :or _el,osiL formation. (See CRC Literature --

.-;_vv_,y - ,k,t l.'u_l 'l!h_,rm,_l Oxid_tion Stability, Chapter _V). Peroxide compounds

nr,. I_mnd in the propaqation :Jt_q_,a mid in the termination ,.itep productt;.

l'cr¢_xid¢, f(,rm, ltioi_ }l:l_ not fool] w[th:ly ,Ipplicd to jet fuel thermal stability

t_,:iLi.nq ,Ind filrt.lh_r i_,vu:;Ligation:; tlre required. The rel,ltive importance of

I,_'z'o×id<_:_ and I t;c_l COlllpOll¢ints to final dcl,,_aitt: has not been .established and

it i:; lik_ly t:haL thi.:; will vary raarkudly mnong various fuels. Peroxide

f,.,rm,|tton i..,_:_;uit,fl,le for r¢,uear(:h studies of thermal stability and problems

with ::i,oc[I-ic f:uo].:_ but i:_ not rccostm_endcd /or general thermal stability testing

'.'< al I. j_'t I:u<,lu.

IV. I;I.;NI,:!IAI. C O,',_:.W,N'I,S

A. FUF, L 'PIII._RMAI, OXIDATION 'PESTS

All. of thu existing laboratory techniques discussed ill Section If, above, are

tu¢,l oxidation tc:_ts. Oxidation test.,:, being rate and time dependent, are non-

cquillib:i.um /:cut::, and by their n:iture have poorer preci._lion than uquillibrium

[_,:d:,._ s_ich a.'; gr.lvity. Ti.ghtening mechanical test variables such as temperature,

flow rate, aud pressure can afford only limited benefits, and a point is soon

r_,ached where little or no further improvement in test precision will be realized.
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"" "" GROUP III, APPL£ED RESEARCH AND TEST S_MULAT.nRS
Chairman: Royce Bradley

I. Several simulators are in use or have been in use to evaluate fuel thermal

stability. Two simulators, Sheli-Thornton's half-scale rig and the USAF's
advanced aircraft fuel system simulator are both largo scale rigs and involve

complete fuel systems. Other simulators such as the USN's single tube heat
exchanger and General Electric's and PratL & Whitney's nozzle simulators
only consider one portion of a fuel system, At least two additional simulators
are planned, one by United Technology Research Center (UTRC) and the other

oy Rolls-Royce. Both of the proposed simulators are primarily concerned with
ther_al stability in the engine fuel system. Both programs are parametric

efforts with the UTRC program being somewhat more limited in scope than the
Rolls-Royce program.

2. Reports are or will be available delineating the results obtained on each
of the simulators. Published reports are listed in the thermal stability
literature survey that will be published by the Coordinating Research Council.

3. Problems experienced in operation are.initially encountered in the nozzle
area; i.e., nozzle plugging due to deposits in the discharge orifice and
o_her s:_allpassages or gum formation between moving con_ponents. These problems

are equally likely in both subsonic and supersonic aircraft, Long residence
time in certain locations (e.g., divider valves) and high heat flux are the

primary contributors to the problems. Performance degradation problems are
also experienced in heat exchangers, however, the effects are much different
•than in nozzles. Heat exchanger performance.degradation is gradual and can

often be delayed by oversizing the heat exchanger. In contrast, deposit
flaking may cause plugging of it_dividualfuel nozzles and subsequent performance
problems; design changes to red';_ethis problem are much more difficult.

4. It is difficult and expensive using aircraft type hardware, to design a
simulator that will provide the necessary conditions found in a given aircraft
engine. It is even more difficult to design a simulator that will generate
data relating to fuel performance in a variety of different aircraft. This.
latter difficulty is due to ti_etremendous.var.iation in aircraft environmental
conditions and hardware.

5. The need for a complete parametric study that will provide data under a

variety of steady-state conditions is evident. The study would use a device
consisting of an instrumented tube capable of being exposed to the entire
range of engine conditions and designed to give quantitative data on the rate
of formation and characteristics of fuel-degradation products, particularly

deposits formed under these conditions. The results from this effort could
then be used by the designer to predict the performance of fuel in an air-
craft, the resul..tscould also be used to evaluate small-scale test devices.

The priority of the parameters to be included in a program of this type ................
differ depending on whether emphasis is in the area of design or fuel studies.
A list of these parameters and the order of importance to the two areas are:
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PARAMETFR DESIGH FUEl

Wall temperature l l

Inlet temperature 2 2

Veloclty (Reynolds Number) 3 3

Residence time 4 4_

Pressure 5 -

Surface/Volume Ratio G -

Material s 7 -

Sur f,_ce Finish 8 -

Cleaning _ -

Dissolved Oxygen lO -

Fuel Type - 5

Contami na tion - (3

Addi rives 7

During parametric testing, the heat flux used in preconditioning the fuel

must be minimized to avoid unrealistic fuel deterioration in the precondi-
tioner. --,.Itis not vet known _hether simulator testing can be accelerated.

The results of these parametric tests should'indicate the possibility of
accelerating future tests both on this test device and on small-scale devices.
It is noted-that by sufficiently reducing the pressure and/or increasing the
temperature in the test device the effects of two-phase flow and supercrit
ical concIitions on thermal stability can be investigated. The fuel type can
be varied to imclude fuels from alternative sources in addition to currently

produced fuels.

6. It must be re,_lized that the results of the parametric program won't
answer all questions regarding fuel performance in an aircraft engine; e.g,,
steady-state results may not be additive in a dynamic system, However, the
parametric program should provide the best source of predictive data for
design purposes. Final confirmation may require a t,est program using air-
craft engine hardware for each specific aircraft of concern.

7, It is recognized that the design of supersonic aircraft fuel systems
will require a fuel tank simulator (akin to that described above) in which
fli_lhtp,_rameters and the,Jr effect on thermal/oxidative stab_]ity can be
sy<tematically studied. Clearly the geometry will differ from the engine
simulJtor, as.will the selectio_ and _'ange-of variables. The device should
incorporate means of studying the e_fects of tank insulation, inerting and
cleaning technique,_. It is further recognized that the engine and aircraft

tank simula_,.ienswill likely be carried out independently until such time as
a system design is laid down; at thJt poirlt, inte(irated systems tests are
indicated.
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GROUPIV, ENGINE SYSTEM TRENDSAND REQUIREMENTS
Chai_llan: Walter. D, Sherwood

I N rRODUCTION:

This qroup took note of the importal_ce of fuel efficiency, erlcline

durability, and emissions. Some reasonable balance i_necessary because

_ains in some areas cause de!}radaLions in others. The group examined

the impact of fuel properties, par_icul=rly thermal stability.

StlNNARY OF CO_.CCLLISIONS:

I. Th_'oblenis and sensitive areas in choline fuel systems

with respect to deposits with today's fuel, The relative influence

of factors (i.e, fuel svstem desimn, operational procedures

or thermal stability per' se) ctmnot be defined.

2. Trends hl engine desicIn are toward a potentially nlor_, severe

environment for fuel, however today's thermal stability levels

will be the tarcIetfor new enqine desiqns. Low emission combustor

desians could make increased demands on thermal stability and

therefore care must be exercised to ensure that nozzle and

manifolding design caters to the problem. Recognition of the

practical limits of emission control must be achieved by all

re:qulatory agencies acting in concert, •........

3. Relationship between--t-he-_a-I stability test methods and

actual fuel degradation behavior in en_lines is unknown. The

predictable relationshil_ between JFTOT and actual behavior

in tllefield is only directional in nature.

4. Fuel cost at today's prices is several times the total engine

.......i!}ai.i)te!!ance..costin the direct operatin.q cost picture.



5. 'theeffect of fuel degradationorl fuel nozzleperformarlceis to accel-

erate turbineperfarma_cedegradationandincreasefuel consumptionand

enginemaintenance,Fuel systei_/nozzledesignor redesignto achieve

less sensitivity to fuel depositsis possiblein somecases.

6. Forsubsoniccon_nercialengineoperations,fuel degradationeffects on

heatexchangers(fuel/oil-coo_ers) hasnot beena significa_ntproblem

to dateanddoesnot appearto bea future designproblemwith fuels

meetingpresentspecificatior_s. Forpoterltial supersoniccof_!1_ercial

applications, researchoneffects of fuel with variousthermalstability

levels _houldbeconductedfor heatexchangersystel_des$.c,ns.

7. Withtoday'scommercialaircraft designs,there arenoareasoutside

the engineconsideredcritical froma ther_llalstability standpoint.

Properlydesignedfuel heatingsystemswill not addmorethermalsta-

bility stressesto the fuel onsubsoniccommercialaircraft.

8. Thermalstability at airport delivery points is a potential question

to be resolved(seerecommendations).Storageinstability contribution

is not of concernin commercialoperationsdueto the relatively short

timebetweenproductionandconsumptionof the fuels involved. Point

ef de;ivery, quick tests for thermalstability are not consideredof

sufficient benefit to merit developmentat this time.

9. Needfor purging, coolingor insulation is highly dependentonapplica-

tio_ of the engine. Feasibility of anyof the foregoingis completely

designsensitive.
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RECOMMENDATIONS:

I. NASA should sponsor or coordinate a survey of fuel thermal

stability at airports. Precautions on sampling and transporting

samples are mandatory.

' 2. In view of the concern over fuel thermal stab_l_ty problems

and in the national interest as well, NASA should determine

the realistically practiG_l limits of aircraft emission control

with full consideration of all fuel property and cost objectives,

energy conservation, enqine durability, consumer costs for trans-

portation and inflationary pressure.

3. It is recommended that the present thermal st-ability levels be

retained for any proposed fuel specifications in the foreseeable

future as long as it is cost effective.
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APPENDIX D

WOR KSHOPPARTICIPANTS
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General Chairman; William F. Taylor Exxon Research and Engineering Co.

Workin_ Group I - Basic Research
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Robert N. Hazlett
Dennis W. Brinkman

Frank Mayo
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JohnW. Frankenfeld
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Hyman Rosenwasser
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Cyrus P. Henry
David Bittker

Naval Research Laboratory
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